LESSON 25 AN FCC-100(V)7 & 9X PROGRAMM NG PORT 16

FOR T- CDI

EQUI RATE 256 KBS CONFI GURATI ON

EXAMPLE OF DTG FROM A TRI TAC 39D SW TCH

STEP OPERATOR ACTI ON VESSAGE SELECT
DI SPLAYED

1 Press the RESTART key.

2 Press the NEXT ENTRY b key. ACTI VATE

3 Press the NEXT ENTRY b key. EXAM NE

4 Press the NEXT ENTRY b key. CONFI GURE CONFI GURE
(Sel ect CONFI GURE using the
DOM 3 arrow key).

3) Sel ect OFFLINE using the DOMN R OFFLI NE OFFLI NE
arrow key.

6 Sel ect A-CONFI G using the DO R | A CONFI G A- CONFI G
arrow key.

7 | f selection displayed is not SYSTEM PORT 16
PORT 16, then scroll through the
options by pressing the NEXT PORT 16
ENTRY P key until PORT 16 is
di spl ayed. (Select PORT 16 using
the DOMN 3 arrow key).

8 | f selection displayed is not T- CDI T- CDI
T-CDI, then scroll through the
options by pressing the NEXT
ENTRY P key until T-CD is
di spl ayed. (Select T-CDI using
the DOMN 3 arrow key).

9 Sel ect EQUI RATE using the DO R | EQUI RATE EQUI RATE
arrow key.

10 | f selection displayed is not XXX 256K
256K then scroll through the 72K
options by pressing the NEXT to
ENTRY P key until 256K is 1. 152M
di spl ayed. (Sel ect 256K using
the DOMN 3 arrow key).

11 Press STORE to “save” this T-CD T- CDI

PORT 16 CONFI GURATION into the
OFFLI NE A- CONFI G nenory.

END OF AN FCC-100(V)7 & 9X PORT 16 T-CD
256 KBS CONFI GURATI ON
EXAMPLE OF DTG FROM A TRI TAC 39D SW TCH
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